Roof Connectors

CP

Camplate Nailed plate Timber Fastener (CP)

Camplates are flat nail plates used to connect two timber members together. The
concentric dimples pressed into the plate assist in the location of the nail. The CP is

BBA approved.

Use 3.75 x 30mm square twist nails.
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Dimensions
Model No.
A B

CP41/152 Lyl 152
GP72/152 72 152
CPa3NTe 83 178
CPB3/203 B3 203
CPA3/229 83 229
CPB3/254 B3 254
CP103/152 103 152
GP103/203 103 203
GP103/254 103 254
CP103/305 103 305
CP144178 144 178
CP144/203 144 203
GP144/254 144 254
CP165/330 165 330
CP206/305 206 305
CP206/356 206 356

Simpson Strong-Tie, Winchester Road, Cardinal Point, Tamw orth, Stafforshire, B78 3HG. Telephone: 01827 255600 | Fax: 01827 255616 | Visit: w w w .strongtie.co.uk

Simpson Strong-Tie Camplate Nailed plate Timber Fastener (CP) details generated 19th September 2012.

Copyright 2009-2012, Simpson Strong-Tie Company Inc. All Rights Reserved

www.strongtie.co.uk/products/ty pe_print.php?ty peID=57&familyID=5

1/1



